
 
Product Data & Specification Sheet 

Vellura Solid Core Panels 

1. Product Overview 
GretaGrove Vellura Solid Core Panels are large format decorative wall panels manufactured with a 
solid core waterproof construction, designed for use in both dry and wet environments. At 2400 mm x 
1000 mm, each panel covers a full wall height in a single sheet with minimal joints, delivering a near 
seamless, premium result while significantly reducing installation time compared to conventional tiles. 
The high gloss surface enhances light reflection for a brighter, more premium interior finish, and the 
lightweight yet robust construction makes Vellura a practical, scalable solution for commercial and 
residential projects, particularly in moisture prone environments such as bathrooms and wetrooms. 
Panels are supplied with a matching range of trims and accessories for a complete finished system. 

2. Key Features 
• Solid core waterproof construction for use in both dry and wet environments 
• Durable alternative to traditional tiling systems with no grout to maintain 
• Large 2400 mm x 1000 mm format covers full wall heights with minimal joints 

• High gloss surface enhances light reflection for a brighter, premium interior finish 
• Fits directly onto prepared surfaces for efficient installation across large areas 

• Lightweight yet robust, offering a practical and scalable solution for trade projects 
• Clean, consistent appearance across large commercial and residential installations 
• Available in a range of decors to suit any interior scheme 

3. Technical Specification 
Material Rigid carbon crystal with PVC decorative face 

Panel Length 2400 mm 

Panel Width 1000 mm 

Panel Thickness 10 mm 

Coverage per Panel 2.4 m² 

Weight TBC 

Panels per Carton 1 

Edge Profile Tongue & Groove 

Fire Classification TBC  

Water Resistance Fully waterproof solid core, suitable for wetrooms and shower 
areas when installed and sealed in accordance with the 
Installation Guide 



Operating Temperature -10°C to plus 50°C 

Thermal Movement Allow a 3 mm expansion gap at all perimeter edges and 
fixtures as stated in the Installation Guide 

Decor Availability Twelve decors including White Gloss, Traventine, Light Grey 
Marble, Light Concrete, Sandstone, Tulsony Gold, Molten 
Mocha, Lux Marble, Graphite Marble, Carrara Marble, Black 
Marble, and Black Concrete. Refer to the current GretaGrove 
range listing. 

Surface Decorative high gloss face, wipe clean, no further decoration 
required 

4. Composition and Manufacture 
Vellura panels are manufactured with a solid, fully waterproof core and a decorative face applied during 
manufacture, providing consistent strength through the full thickness of the panel with no hollow 
chambers. The face requires no further treatment, painting, or sealing. The material is fully recyclable 
at end of life through appropriate rigid plastic recycling streams. 

5. Applications 
Suitable for internal walls in bathrooms, wetrooms, shower enclosures, en suites, kitchens, splashback 
areas, utility rooms, WCs, feature walls, hallways, offices, showrooms, retail units, salons, catering 
environments, and other domestic and commercial interiors. Not suitable for external use, floors or 
worktops, or areas of sustained high temperature such as directly behind hobs without suitable 
clearance or a protective barrier. Panels are decorative cladding and are not a structural or load bearing 
product; heavy items must be fixed through to the substrate behind. 

6. Installation 
Bond direct to a suitable, sound, flat, dry substrate using a high solvent free panel adhesive such as 
Froggit Adhesives, with joints, edges, and junctions finished using matching trims and sealant. Panels 
must be fully bonded to a continuous substrate and must not be fixed to open battens or across 
unsupported voids. Allow panels to acclimatise for a minimum of 24 hours before fitting and maintain 
a 3 mm expansion gap at all perimeter edges. In wet areas, all edges, joints, and junctions with 
sanitaryware must be sealed with sanitary grade silicone. Full requirements are set out in the 
GretaGrove Vellura Solid Core Panels Installation Guide, compliance with which is a condition of the 
product warranty. 

7. Handling, Storage, and Packaging 
Panels are supplied by the carton. Store cartons flat, indoors, fully supported across their full area, 
away from heat sources and direct sunlight, and protected from moisture. Solid core panels are heavier 
than hollow panels of the same size; always carry panels on edge with two people, supporting the 
panel across its width, and do not drop or stand panels on their corners or edges. Check batch numbers 
where multiple cartons are used within the same installation. 

8. Warranty and Supporting Documents 
This product is covered by the GretaGrove 10 year product warranty, subject to its terms and 
conditions. This sheet should be read alongside the GretaGrove Vellura Solid Core Panels Installation 
Guide, Product Warranty, and Fire Rating Certificate, all available from GretaGrove on request. 



9. Important Information 
The information in this sheet is provided in good faith and is correct at the date of issue. Values stated 
are typical and may be subject to normal manufacturing tolerances. Minor variations in colour, pattern, 
and surface between production batches are a normal characteristic of the product. GretaGrove 
reserves the right to amend the specification without notice as part of continuous product development. 
It is the responsibility of the specifier and installer to confirm the suitability of the product for the 
intended application. 
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